CONNECTION CATALOGUE

ABT/CT-150/150

.2

ABT/CT-95/35
ABT/CT-95/95
ABT/CT-150/35
ABT/CT-240/120

Code

136090
136091
136120
136130
136140
136142
136150
136151

136152

Ref.

ABT/CT-35/6
ABT/CT-95/10
ABT/CT-95/35
ABT/CT-150/35
ABT/CT-95/95
ABT/CT-150/150
ABT/CT-185/185-2
ABT/CT-240/120

ABT/CT-240/240-2

£9 sofamel

ABT/CT-185/185-2
ABT/CT-240/240-2

2

2]
sofamel

ABT/CT-35/6
ABT/CT-95/10

35

25

35

35

120

95

Main

35

95

95

150

95

150

185

240

136 ABT

Insulating piercing connector 6kV/min.

ABT piercing connectors are made from 6.6 polyamide with
fiberglass. Saw-shaped tabs are made from brass with a
tinplated finish to improve electrical contact. Connection by
piercing the main and tap cables.

Section (mm?) @ ‘ﬂ @

Tap x 100 Bag Box
1,5 6 6,150 1
1,5 10 6,180 1
25 35 14,840 1
6 35 15,810 1
25 95 15,890 1
35 150 34,630 1
35 185 54,460 1
25 120 26,500 1
95 240 59,330 1
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